A120-165

The new generation of the IMG KLETT Cobra A 120-165

features a larger format size and further developed details.
Leading productivity, high precision, outstanding reliabilit
and a top price- / investment relation. To be Bes

Cobra A 120 - 165 Topfeed Cobra A 120 - 165 Lead Edge Feeder

The topfeeder adjusts perfectly prior to for highest productivity even with badly
converting. Servodrives and intelligent warped doublewall board.

design create impeccable results.

Optimal processing - precise Centerline Il die-forme system
stacking. Full compatibility with market-standard-
Available as stack or stack/batch die-forme- (Centerline 1l-system)
delivery. system. Use your existing market-stan-

dard-die-forme for the Cobra without
modifications.

IMG [LETr

...to be Best in class!

www.img-klett.com
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IMG Klett Machinery GmbH
Stollwerckstrasse 32
D-51149 KoIn
Telefon:
Telefax:
E-Mail:

: The height of the Cobra can bt

elevated by 300 mm or 600 m
in order to increase the stackir
height (freely adjustable pile

: With the combined solution yo

and both possibilities in one
machine.

: Choose our user-friendly autor
pallet insertion system. Perfecy

piles, that are transported furtt

: Produce ,in-line*

Printing machine -
transfersection -
automatic fatbed diecutter -

: Star Breaker

Precise, fast and reliable bund
breaker. Breaks in both directi
Inline-operations.

++49 (0) 22 03 /101 87 90
++49 (0) 2203/101 87933
office@img-klett.com

Specifications:

heights in combination with a :: s, EiTSet e
:: Min. sheet size

.: Max. die cut size

.. Inner frame width

.. Die forme rule height

. Max. die cut pressure

:: Max. mechanical

speed per hour

.. Board caliper

via a material handling system RER/EET

.. Total power

requirement

. Main motor capacity

.. Net weight

(without platform)
approx

bundle breaker... highly efficie DIE-HETE S

www.img-klett.com

Topfeed
1200 x 1650 mm
450 x 650 mm
1180 x 1630 mm
1210 x 1650 mm
23,8 mm
450 t

5000 strokes

0,6 -9 mm
0,3x 1,0 mm

31 kw

22 kW

37t

CLIl
(Centerline II)

Accufeed

1200 x 1650 mm

450 x 650 mm

1180 x 1630 mm

1210 x 1650 mm

23,8 mm

450t

5000 strokes

0,75 -9 mm

0,5x 1,0 mm

31 kW

22 kW

35t

CLII
(Centerline 11)




